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Features

Technical Data

•  Non-rising stem design.

•  female end connections.

•  Orifice : 16.5mm

•  Cracking Pressure Range : 100 ~ 2100 psig

•   Valve are supplied with protective painted 
surface.(Only standard for carbon steels.) 

Operation

When the inlet pressure overcomes the set spring pressure, it causes the valve to open, releasing flow to bypass and thereby bal-
ance the system pressure. 

Materials of Construction

Factory Test

Every valve is factory tested for cracking and reseal performance.

Component Valve Materials
Carbon Steel Stainless steel

1. Body ASTM A216 Gr.WCB ASTM A351 CF3M
2. Frame O-Ring FKM FKM
3. Seat Frame ASTM A105 ASTM A276 TYPE 316
4. Cap CABON STEEL ASTM A276 TYPE 316
5. Jam Nut CABON STEEL ASTM A276 TYPE 316
6. Disc Rod ASTM A276 TYPE 316 ASTM A276 TYPE 316
7. Disc ASTM A276 TYPE 316 ASTM A276 TYPE 316
8. Bolt ASTM A276 TYPE 316 ASTM A276 TYPE 316
9. Insert Holder ASTM A276 TYPE 316 ASTM A276 TYPE 316
10. Seat PTFE PTFE
11. Seat O-ring FKM FKM
12. Seat Guide ASTM A276 TYPE 316 ASTM A276 TYPE 316
13. Holder O-Ring FKM FKM
14. Keeper Guide ASTM A276 TYPE 316 ASTM A276 TYPE 316
15. Bushing CABON STEEL ASTM A276 TYPE 316
16. Bushing O-Ring FKM FKM
17. Spring Keeper ASTM A276 TYPE 316 ASTM A276 TYPE 316
18. Adjust O-Ring FKM FKM
19. Adjust Screw ASTM A276 TYPE 316 ASTM A276 TYPE 316
20. Spring AISI 1086 OR EQUIVALENT AISI 1086 OR EQUIVALENT
21. Spring Guide ASTM A276 TYPE 316 STAINLESS STEEL 316

* Wetted parts and lubricants listed in blue.

Stem - Non rising

Fully guide the spring

Casting Body

Soft seat design

Flow 

Stop by metal-to-metal

Working  
Pressure

Cracking  
Pressure Orifice Orifice Area

4,000psig 
(275bar)

100 ~ 2100 
psig

0.65in. 
(16.5 mm)

0.311 in² 
(201 mm²)
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V64 Relief Valve 2"

Valve Body Material 
Designator

ir

K

50969

V64-MF-32N-EP-5-C

Select the desired valve basic ordering number in the table below, applicable O-Ring designator, Spring designator and Valve Body 
Material in the table below.

0N24N 1-1/4 in. Female NPT

Stainless Steel

1-1/2 in. Female NPT
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